
x 4

SHIM
2 x 9 X 0.1

x 2O’RING 

FILL WITH DIFF OIL
TO JUST COVER THE PINS

FEEL THE DIFF FOR INTERNAL GEAR MESH.
IF TOO LOOSE GO BACK TO STEP 2 AND ADD A SHIM.

IF TOO TIGHT GO BACK TO STEP 1 AND REMOVE A SHIM.

x 1

SHIM
4 x 9.5 X 0.1

x 2

SHIM
4 x 13 X 0.1

x 1O’RING 

ø1.5 X 7.8
x 1

WE RECOMMEND STARTING WITH ONE SHIM.

    
DIFF OIL or

DIFF GREASE

x 1

SHIM
4 x 9.5 X 0.1

x 2

SHIM
4 x 13 X 0.1

x 1O’RING 

ø1.5 X 7.8
x 1

WE RECOMMEND STARTING WITH ZERO SHIMS.
 

    
DIFF OIL or

DIFF GREASE

M3 x 10

x 4

    
DIFF OIL

Geared Di�s are a tuning option which give di�erent driving characteristics. 
They can be �tted to the Front, Rear or both ends. The handling of the di� 
can be tuned by changing the oil. A recommended starting point is 7,000 
cSt (CR221). By going to thinner oil on the front di� you will increase 
steering o� power into the corner. By thinning the rear oil you will increase 
cornering traction. Recomended option oils would be 10,000 cSt (CR222) 
and 5,000 cSt (CR219).

Step 1

Step 2

S1289 Iss1
S1179 S1179U4174 - Gear Diff - Cat K1

Step 3

Step 4

S1289 Iss1
S1179 S1179U4174 - Gear Diff - Front - Cat K1

Step 5


